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Project Objective

B45

Edgar St.



Highway Crossing



New Underpass Design

Alternative Cost: $261,000

New 
Underpass

DAWC

Existing 
Trail Head



Existing Culvert

Alternative Cost: $53,000

Existing 
Culvert
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Kim
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Pedestrian Surface Crossing

Alternative Cost: $15,000

Edgar St.

RRFB



Trail Design

Iowa SUDAS
12B-2 Design 

Guidelines:
Type 3



Trail Design

To Bloody Run

DAWC

Existing 
Trail Head



Recommendations

DAWC

Existing 
Trail Head

To Bloody Run

New Underpass

15'' corrugated 
metal culvert



Project Cost

Costs Include/Factor:
• Material
• Labor
• Equipment
• Overhead
• Profit
• Inflation
Cost Sources:
• DOT Bid Tabs
• Iowa City Example Cost Estimation
• Online Vendors

Design Element Cost

Trail and Trail Elements $370,000

New Underpass $261,000

Total Project Cost $631,000

Total Project Cost 
(20% Contingency) $757,000

Recommended Route Cost



Conclusion

Trail Segment Cost

1 $71,000

2 $128,000

3 $85,000

4 $166,000

5 $132,000

6 $51,000

Crossing Alternative Cost

New Underpass $261,000

Existing Underpass $53,000

Crosswalk $15,000
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Detailed 
Cost 

Estimations



Quest ions?


